Fiber Optic Drop Cable Assembly with PRODIGY™ hardened small-form size connectivity

- Cable assembly with the Prodigy™ small form hardened connector
- Compact and small footprint, space-saving design for high-density environments
- Compatible with multiple hardened connectors
- Converter kits are preassembled for ease of installation

Product Classification

<table>
<thead>
<tr>
<th>Regional Availability</th>
<th>Asia</th>
<th>Australia/New Zealand</th>
<th>EMEA</th>
<th>Latin America</th>
<th>North America</th>
</tr>
</thead>
<tbody>
<tr>
<td>Portfolio</td>
<td>CommScope®</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Product Type</td>
<td>Fiber drop cable assembly</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Product Brand</td>
<td>PRODIGY™</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Product Series</td>
<td>HCA</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

General Specifications

| Jacket Color | Black |

Ordering Tree
Mechanical Specifications

Dust Cap Pulling Force, minimum  445 N   |   100.04 lbf

Optical Specifications

Fiber Mode  Singlemode
Fiber Type  G.657.A2, TeraSPEED®

Environmental Specifications

Environmental Space  Outdoor
Jacket UV Resistance  UV stabilized

Packaging and Weights

Packaging quantity  1